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OP-916 NTEP HEAVY DUTY FLOOR SCALES

FEATURES
 ● Painted rugged diamond deck tread plate construction
 ● Anti-corrosion, baked on powder paint
 ● Channel construction for superior strength
 ● Painted mild steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified alloy steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable alloy steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OP-900-MS Indicator
LED LCD

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal printer

 ● Stand for indicator
 ● Large Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option

CUSTOM SIZES AVAILABLE

PART# PLATFORM SIZE CAPACITY NTEP SHIP WEIGHT
OP-916-2424-1K 2’ x 2’ x 4.2” H 1,000 lb x 0. 2 lb / 500 kg Yes 82 lbs

OP-916-2424-5K 2’ x 2’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 82 lbs

OP-916-2x3-5K 2’ X 3’ X 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 94 lbs

OP-916-3030-5K 30” x 30” x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 98 lbs

OP-916-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 194 lbs

OP-916-4x4-2K 4’ x 4’ x 4.2” H 2,000 lb x .5 lb / 1,000 kg Yes 270 lbs

OP-916-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 270 lbs

OP-916-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 280 lbs

OP-916-4x4-20K 4’ x 4’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 390 lbs

OP-916-4x5-5K 4’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 340 lbs

OP-916-4x5-10K 4’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 340 lbs

OP-916-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 400 lbs

OP-916-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 420 lbs

OP-916-5x5-20K 5’ x 5’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 512 lbs

OP-916-4x6-5K 4’ x 6’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 480 lbs

OP-916-4x6-10K 4’ x 6’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 480 lbs

OP-916-4x8-5K 4’ x 8’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 500 lbs

OP-916-4x8-10K 4’ x 8’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 500 lbs

OP-916-5x7-10K 5’ x 7’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 540 lbs

OP-916-5x7-20K 5’ x 7’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 725 lbs

OP-916-5x8-10K 5’ x 8’ x 4.5” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

OP-916-6x6-20K 6’ x 6’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 800 lbs

OP-916-7x7-20K 7’ x 7’ x 4.75” H 20,000 lb x 5 lb / 10,000 kg Yes 1,000 lbs

OP-916-7x7-30K 7’ x 7’ x 5” H 30,000 lb x 5 lb / 15,000 kg No 1,130 lbs

OP-916-7x10-20K 7’ x 10’ x 5” H 20,000 lb x 5 lb / 10,000 kg No 1,450 lbs
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OP-916-NN HEAVY DUTY FLOOR SCALES

FEATURES
 ● Painted rugged diamond deck tread plate construction
 ● Anti-corrosion, baked on powder paint
 ● Channel construction for superior strength
 ● Painted mild steel junction box
 ● Side access to junction box to minimize water access
 ● Four alloy steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable alloy steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal printer

 ● Stand for indicator
 ● Large Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option

PRODUCT NO. PLATFORM SIZE CAPACITY NTEP SHIP WT.
OP-916-4x4-5K-NN 48” x 48” x 4.2” (H) 5,000 lb x 1 lb / 2,500 kg No 270 lbs

OP-916-4x4-10K-NN 48” x 48” x 4.2” (H) 10,000 lb x 2 lb / 5,000 kg No 280 lbs

OP-916-5x5-5K-NN 60” x 60” x 4.2” (H) 5,000 lb x 1 lb / 2,500 kg No 400 lbs

OP-916-5x5-10K-NN 60” x 60” x 4.2” (H) 10,000 lb x 2 lb / 5,000 kg No 420 lbs

OP-902 Indicator
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OP-900B-SL Stainless Steel 
NEMA-4X Washdown Indicator

AVAILABLE OPTIONS:

Display Stands

Printers
Impact Protection

Portability
Frame

Coil Topper

Ramps

Pit Frame

Smooth Top

Diamond Plate Top

OP-916-SS STAINLESS STEEL HEAVY DUTY FLOOR SCALES

PART# PLATFORM SIZE CAPACITY NTEP SHIP WT.
SMOOTH TOP
OP-916SS-2x2-5K 2’ x 2’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 165 lbs

OP-916SS-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 275 lbs

OP-916SS-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 350 lbs

OP-916SS-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 395 lbs

OP-916SS-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 540 lbs

OP-916SS-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

DIAMOND PLATED TOP
OP-916SSDP-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 270 lbs

OP-916SSDP-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 350 lbs

OP-916SSDP-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 395 lbs

OP-916SSDP-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 540 lbs

OP-916SSDP-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

FEATURES
 ● 304 stainless steel construction
 ● Channel construction for superior strength
 ● NEMA 4X watertight stainless steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified laser welded and sealed IP68 stainless steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable stainless steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal printer

 ● Stand for indicator
 ● Large Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option
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OP-900B-SL Stainless Steel 
NEMA-4X Washdown Indicator

Smooth Top

Diamond Plate Top

OP-916-SS STAINLESS STEEL HEAVY DUTY FLOOR SCALES

PART# PLATFORM SIZE CAPACITY NTEP SHIP WT.
SMOOTH TOP
OP-916SS-2x2-5K 2’ x 2’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 165 lbs

OP-916SS-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 275 lbs

OP-916SS-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 350 lbs

OP-916SS-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 395 lbs

OP-916SS-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 540 lbs

OP-916SS-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

DIAMOND PLATED TOP
OP-916SSDP-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 270 lbs

OP-916SSDP-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 350 lbs

OP-916SSDP-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 395 lbs

OP-916SSDP-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 540 lbs

OP-916SSDP-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 5,000 kg Yes 625 lbs

FEATURES
 ● 304 stainless steel construction
 ● Channel construction for superior strength
 ● NEMA 4X watertight stainless steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified laser welded and sealed IP68 stainless steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable stainless steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal printer

 ● Stand for indicator
 ● Large Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option
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PART# PLATFORM SIZE CAPACITY NTEP SHIP WT.
SMOOTH TOP

OP-916SSLT-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 320 lbs

OP-916SSLT-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 390 lbs

OP-916SSLT-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 440 lbs

OP-916SSLT-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 490 lbs

OP-916SSLT-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 560 lbs

DIAMOND PLATE TOP
OP-916SSLTDP-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 320 lbs

OP-916SSLTDP-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 390 lbs

OP-916SSLTDP-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 440 lbs

OP-916SSLTDP-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 490 lbs

OP-916SSLTDP-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 560 lbs

OP-916-SSLT QUICK CLEAN LIFT TOP STAINLESS STEEL FLOOR SCALE

CUSTOM SIZES AVAILABLE

FEATURES
 ● Hydraulic manual top lifts for easy washdown
 ● 304 or 316 stainless steel construction with safety diamond tread plate deck
 ● 4’x4’ option has single lift door, 5’x5’ option has double lift doors
 ● NEMA 4X watertight stainless steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified laser welded and sealed IP68 stainless steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable stainless steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal printer

 ● Stand for indicator
 ● Large Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option

4’ x 4’

5’ x 5’

OP-900-SL Stainless Steel 
Washdown Indicator

LCD

5’ x 5’

4’ x 4’
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PART# PLATFORM SIZE CAPACITY NTEP SHIP WT.
SMOOTH TOP

OP-916SSLT-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 320 lbs

OP-916SSLT-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 390 lbs

OP-916SSLT-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 440 lbs

OP-916SSLT-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 490 lbs

OP-916SSLT-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 560 lbs

DIAMOND PLATE TOP
OP-916SSLTDP-3x3-5K 3’ x 3’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 320 lbs

OP-916SSLTDP-4x4-5K 4’ x 4’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 390 lbs

OP-916SSLTDP-4x4-10K 4’ x 4’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 440 lbs

OP-916SSLTDP-5x5-5K 5’ x 5’ x 4.2” H 5,000 lb x 1 lb / 2,500 kg Yes 490 lbs

OP-916SSLTDP-5x5-10K 5’ x 5’ x 4.2” H 10,000 lb x 2 lb / 2,500 kg Yes 560 lbs

OP-916-SSLT QUICK CLEAN LIFT TOP STAINLESS STEEL FLOOR SCALE

CUSTOM SIZES AVAILABLE

FEATURES
 ● Hydraulic manual top lifts for easy washdown
 ● 304 or 316 stainless steel construction with safety diamond tread plate deck
 ● 4’x4’ option has single lift door, 5’x5’ option has double lift doors
 ● NEMA 4X watertight stainless steel junction box
 ● Side access to junction box to minimize water access
 ● Four NTEP certified laser welded and sealed IP68 stainless steel load cells
 ● Load cell capacity is 2X the scale capacity for a 200% overload protection
 ● Four adjustable stainless steel ball capture support feet
 ● 20’ heavy duty stainless steel shielded cable
 ● Factory pre-calibrated for quick setup

OPTIONS/ACCESSORIES:
 ● Access ramps
 ● Pit frames
 ● Impact Protection
 ● Portability frames
 ● Thermal printer

 ● Stand for indicator
 ● Large Display
 ● Data logging software
 ● Remote junction box
 ● Wireless option
 ● Explosion proof option

4’ x 4’

5’ x 5’

OP-900-SL Stainless Steel 
Washdown Indicator

LCD

5’ x 5’

4’ x 4’
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FEATURES
 ● Allows for easy entrance or rolling onto scale
 ● Easy to install with 4.5” anchor bolts
 ● For use with OP-916 series floor scales

PART# MATERIAL RAMP SIZE SCALE SIZE TO MATCH SHIPPING 
WT.

OP-720-2X2 Mild Steel, Diamond Plate 2’ W x 2’ L For 2’x2’ scales 100 lbs

OP-720-3X3 Mild Steel, Diamond Plate 3’ W x 3’ L For 3’x3’ scales 120 lbs

OP-720-4X3 Mild Steel, Diamond Plate 4’ W x 3’ L For 4’x4’, 4’x5’, 4x6’, 4’x8’ scales 145 lbs

OP-720-4X4 Mild Steel, Diamond Plate 4’ W x 4’ L For 4’x4’, 4’x5’, 4x6’, 4’x8’ scales 190 lbs

OP-720-4X5 Mild Steel, Diamond Plate 4’ W x 5’ L For 4’x4’, 4’x5’, 4x6’, 4’x8’ scales 220 lbs

OP-720-5X4 Mild Steel, Diamond Plate 5’ W x 4’ L For 5’x5’, 5’x7’, 5’x8’ scales 220 lbs

OP-720-5X5 Mild Steel, Diamond Plate 5’ W x 5’ L For 5’x5’, 5’x7’, 5’x8’ scales 245 lbs

OP-720SS-3X3 Stainless Steel - Smooth 3’ W x 3’ L For 3’x3’ scales 120 lbs

OP-720SS-4X3 Stainless Steel - Smooth 4’ W x 3’ L For 4’x4’, 4’x5’, 4x6’, 4’x8’ scales 220 lbs

OP-720SS-4X4 Stainless Steel - Smooth 4’ W x 4’ L For 4’x4’, 4’x5’, 4x6’, 4’x8’ scales 120 lbs

OP-720SS-5X4 Stainless Steel - Smooth 5’ W x 4’ L For 5’x5’, 5’x7’, 5’x8’ scales 190 lbs

OP-720SSDP-4X4 Stainless Steel - Diamond Plate 4’ W x 4’ L For 4’x4’, 4’x5’, 4x6’, 4’x8’ scales 220 lbs

OP-720SSDP-4X5 Stainless Steel - Diamond Plate 4’ W x 5’ L For 4’x4’, 4’x5’, 4x6’, 4’x8’ scales 240 lbs

OP-720SSDP-5X4 Stainless Steel - Diamond Plate 5’ W x 4’ L For 5’x5’, 5’x7’, 5’x8’ scales 240 lbs

OP-720SSDP-5X5 Stainless Steel - Diamond Plate 5’ W x 5’ L For 5’x5’, 5’x7’, 5’x8’ scales 260 lbs

STAINLESS STEEL DIAMOND PLATE

MILD STEEL

HEAVY DUTY 
MILD 

STEEL

STAINLESS STEEL

OP-720  FLOOR SCALE ACCESS RAMPS 
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FEATURES
 ● Heavy duty construction
 ● Prevents forklift from hitting and damaging the scale
 ● Easy to install, with (4) 1/2” anchor bolts
 ● For use with OP-916 series floor scales
 ● Designed to minimize damage to forks and forklift

60”

2.32”dia.

4.5”

4.25”

0.65”Dia
.

FEATURES
 ● Compatible with all Optima indicators
 ● Goes great with all industrial scales
 ● Stand with base

304 STAINLESS 
STEEL

Heavy duty mild steel model:
 ● Powder coated finish
 ● Constructed with heavy gauge metal and weighs 50 lbs
 ● (4) holes for bolting to ground for ultimate stability 

PRODUCT NO. INNER DIMENSIONS SHIP WT.
OP-433-3 3’(L) x 4.25” (H) 62 lbs

OP-433-4 4’(L) x 4.25” (H) 75 lbs

OP-433-5 5’(L) x 4.25” (H) 87 lbs

OP-403  INDICATOR FLOOR STANDS

PRODUCT NO. MATERIAL DIMENSIONS SHIP WT.
OP-403 Mild Steel 10” (L) x 11” (W) x 40” (H) 7 lbs

OP-403-HD Painted Steel 19.5” (L) x 19.5” (W) x 56” (H) 52 lbs

HEAVY DUTY 
PAINTED STEEL

OP-433 BUMPER GUARDS IMPACT PROTECTION
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CARBON STEEL

STAINLESS STEEL

*SHOWN WITH FLOOR SCALE (SOLD SEPARATELY)

FEATURES
 ● Powder coated steel or stainless steel construction
 ● This portable frame allows easy entry of forklifts or pallet jacks to move the scales 
 ● Wide slots on the bottom to allow for easy transportation via forklift or pallet jack without touching or damaging scale
 ● Option of sturdy feet or rolling caster wheels 
 ● For use with TUF-MADE and TUF-MADE MAX series floor scales

PART# INNER 
DIMENSIONS SHIP WT.

POWDER COATED STEEL 
OP-916-PPF-2x2 2’ x 2’ x 4.25” H 110 lbs

OP-916-PPF-3x3 3’ x 3’ x 4.25” H 135 lbs

OP-916-PPF-4x4 4’ x 4’ x 4.25” H 162 lbs

OP-916-PPF-4x6 4’ x 6’ x 4.25” H 194 lbs

OP-916-PPF-5x5 5’ x 5’ x 4.25” H 194 lbs

OP-916-PPF-5x7 5’ x 7’ x 4.25” H 240 lbs

STAINLESS STEEL
OP-916-SS-PPF-2x2 2’ x 2’ x 4.25” H 110 lbs

OP-916-SS-PPF-3x3 3’ x 3’ x 4.25” H 135 lbs

OP-916-SS-PPF-4x4 4’ x 4’ x 4.25” H 162 lbs

OP-916-SS-PPF-4x6 4’ x 6’ x 4.25” H 194 lbs

OP-916-SS-PPF-5x5 5’ x 5’ x 4.25” H 194 lbs

OP-916-SS-PPF-5x7 5’ x 7’ x 4.25” H 240 lbs

PALLET JACK ACCESSIBLE

FORK LIFT 
ACCESSIBLE

53”

57.5”

50.5”

7.25”

49”

10”

2.5”

9.25”

2.25”

2”

OP-916-PPF PORTABILITY FLOOR SCALE FRAMES
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CARBON STEEL

PART# INNER DIMENSIONS SHIP WT. PART# INNER DIMENSIONS SHIP WT.
CARBON STEEL STAINLESS STEEL

OP-916-PF-3x3 3’ x 3’ x 4.25” H 98 lbs OP-916-SS-PF-3x3 3’ x 3’ x 4.25” H 70 lbs

OP-916-PF-4x4 4’ x 4’ x 4.25” H 124 lbs OP-916-SS-PF-4x4 4’ x 4’ x 4.25” H 85 lbs

OP-916-PF-5x5 5’ x 5’ x 4.25” H 145 lbs OP-916-SS-PF-4x4 5’ x 5’ x 4.25” H 97 lbs

FEATURES
 ● Powder coated steel or stainless steel construction
 ● This Pit frame allows for floor scales to be installed in a floor pit
 ● For use with OP-916 series floor scales

STAINLESS STEEL

60.5”

60”

7”

6.25”

SAMPLE MEASUREMENTS for 5X5 FRAME

OP-916 PF PIT FRAMES FOR FLOOR SCALES


